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Environmental Protection Agency § 86.096–7 

defined as a period of use of 10 years or 
100,000 miles, whichever occurs first. 

(2) For light light-duty trucks sub-
ject to the Tier 0 standards of § 86.094– 
9(a), and for heavy light-duty truck en-
gine families, intermediate and/or full 
useful life. Intermediate useful life is a 
period of use of 5 years or 50,000 miles, 
whichever occurs first. Full useful life 
is a period of use of 11 years or 120,000 
miles, whichever occurs first. The use-
ful life of evaporative emission control 
systems on the portion of these vehi-
cles subject to the evaporative emis-
sion test requirements of § 86.130–96 is 
also defined as a period of 11 years or 
120,000 miles, whichever occurs first. 

(3) For an Otto-cycle heavy-duty en-
gine family, a period of use of 8 years 
or 110,000 miles, whichever occurs first, 
except for the portion of evaporative 
emission control systems subject to 
the evaporative emission test require-
ments of § 86.1230–96, for which the ap-
plicable period of use is 10 years or 
110,000 miles, whichever occurs first. 

(4) For a diesel heavy-duty engine 
family: 

(i) For light heavy-duty diesel en-
gines, period of use of 8 years or 110,000 
miles, whichever occurs first. 

(ii) For medium heavy-duty diesel 
engines, a period of use of 8 years or 
185,000 miles, whichever occurs first. 

(iii) For heavy heavy-duty diesel en-
gines, a period of use of 8 years or 
290,000 miles, whichever occurs first, 
except as provided in paragraph (4)(iv) 
of this definition. 

(iv) For heavy heavy-duty diesel en-
gines used in urban buses, for the par-
ticulate standard, a period of use of 10 
years or 290,000 miles, whichever occurs 
first. 

(5) As an option for both light-duty 
trucks under certain conditions and 
heavy-duty engine families, an alter-
native useful life period assigned by 
the Administrator under the provisions 
of § 86.094–21(f). 

(6) The useful-life period for purposes 
of the emissions defect warranty and 
emissions performance warranty shall 
be a period of 5 years/50,000 miles, 
whichever occurs first, for light-duty 
trucks, Otto-cycle heavy-duty engines 
and light heavy-duty diesel engines. 
For all other heavy-duty diesel engines 
the aforementioned period is 5 years/ 

100,000 miles, whichever occurs first. 
However, in no case may this period be 
less than the manufacturer’s basic me-
chanical warranty period for the en-
gine family. 

[58 FR 16020, Mar. 24, 1993, as amended at 58 
FR 58417, Nov. 1, 1993] 

§ 86.096–3 Abbreviations. 
(a) The abbreviations in § 86.094–3 

continue to apply. The abbreviation in 
this section applies beginning with the 
1996 model year. 

(b) The abbreviation in this section 
applies to this subpart and to subpart O 
of this part, and has the following 
meaning: 

CST—Certification Short Test 

[58 FR 58417, Nov. 1, 1993] 

§ 86.096–7 Maintenance of records; 
submittal of information; right of 
entry. 

Section 86.096–7 includes text that 
specifies requirements that differ from 
those specified in §§ 86.091–7 and 86.094– 
7. Where a paragraph in § 86.091–7 or 
§ 86.094–7 is identical and applicable to 
§ 86.096–7, this may be indicated by 
specifying the corresponding paragraph 
and the statement ‘‘[Reserved]. For 
guidance see § 86.091–7.’’ or ‘‘[Reserved]. 
For guidance see § 86.094–7.’’ 

(a) Introductory text through (a)(2) 
[Reserved]. For guidance see § 86.091–7. 

(a)(3)—(h)(5) [Reserved]. For guidance 
see § 86.094–7. 

(h)(6) Voiding a certificate. (i) EPA 
may void ab initio a certificate for a ve-
hicle certified to Tier 0 certification 
standards or to the respective evapo-
rative test procedure and accom-
panying evaporative standards as set 
forth or otherwise referenced in 
§ 86.090–8, § 86.090–9, § 86.091–10 or § 86.094– 
11 for which the manufacturer fails to 
retain the records required in this sec-
tion or to provide such information to 
the Administrator upon request. 

(ii) EPA may void ab initio a certifi-
cate for a 1994 or 1995 model year light- 
duty vehicle or light-duty truck that is 
not certified in compliance with the 
cold temperature CO standard for 
which the manufacturer fails to retain 
the records required in this section or 
to provide such information to the Ad-
ministrator upon request. 
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